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Kontaktbeginn

Kontakthubende

Toleranz:
Betätigungskraft ± 10%

Betätiger
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Technical modifications and errors excepted.
The technical datasheet corresponds to the technical state as of 2015-08-03 and will not be removed in case of changes.
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Technical Data 

Plastic bodied limit switch
Series I88

Operating symbol

Operating diagram

Electrical Data

Rated insulation voltage Ui 250 V AC
Conv. thermal current Ithe 10 A
Rated operational voltage Ue 240 V
Utilization category AC-15, Ue/Ie 240 V / 3 A
Direct opening action p acc. to IEC/EN 60947-5-1, annex K
Gap between NC-contacts Ⓣ DIN EN 81
Short-circuit protective device Fuse 10 A gG
Protection class II, totally insulated

Description  I88-A1Z KS            Article number   6116869756

Fixed positioning for
safety applications

Mounting screw
according to DIN 912 M5

Actuator
inserted

ON OFF

Actuator
withdrawn

Actuator
withdrawn

Actuator
inserted

Electrical data (Lifts)

Rated value Ue/Ie 230 V / 2 A AC
Ue/Ie 200 V / 0,5 A DC
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Technische Änderungen und Irrtümer vorbehalten.
Dieses Datenblatt entspricht dem technischen Stand per 2023-12-05 und wird bei Änderungen nicht eingezogen.

Sicherheitsschalter
Baureihe SEL – mit getrenntem Betätiger

Typbezeichnung  SEL54-A1Z PC0-S                                          Artikelnummer      6016369188

Elektrische Daten

Bemessungsisolationspannung Ui 400 V
Bemessungsstoßspannungsfestigkeit Uimp 4 KV
Konv. thermischer Strom Ithe 4 A
Bemessungsbetriebsspannung Ue 230 V AC
Bemessungsbetriebsstrom Ie 1A
Gebrauchskategorie AC 15, Ue/Ie 230 V / 1 A
Zwangsöffnung p nach IEC/EN 60947-5-1, Anhang K
Kurzschlussschutzeinrichtung Schmelzsicherung 4 A gG
Minimale elektrizität. 1 mA für 24VDC
Max. Danke. Kontakt mit dem widerstand 25 mOhm (unused)

Technische DatanTechnische Datan
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actuator withdrawn

actuator inserted0
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Technical Data 

Plastic bodied limit switch
Series I88

Operating symbol

Operating diagram

Electrical Data

Rated insulation voltage Ui 250 V AC
Conv. thermal current Ithe 10 A
Rated operational voltage Ue 240 V
Utilization category AC-15, Ue/Ie 240 V / 3 A
Direct opening action p acc. to IEC/EN 60947-5-1, annex K
Gap between NC-contacts Ⓣ DIN EN 81
Short-circuit protective device Fuse 10 A gG
Protection class II, totally insulated

Description  I88-A1Z KS            Article number   6116869756

Fixed positioning for
safety applications

Mounting screw
according to DIN 912 M5

Actuator
inserted

ON OFF

Actuator
withdrawn

Actuator
withdrawn

Actuator
inserted

Electrical data (Lifts)

Rated value Ue/Ie 230 V / 2 A AC
Ue/Ie 200 V / 0,5 A DC
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Operating diagram

Operating diagram

Tolerance: 
Actuating force ±10%

     loose condition
mounted condition
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Technical modifications and errors excepted. 
The technical datasheet corresponds to the technical state as of 2024-04-25 and will not be removed in case of changes.

Safety switch
Series SEL – with separate actuator

Description  SEL54-A1Z PC0-S                                          Article number      6016369188

Electrical data

Rated insulation voltage Ui 400 V
Rated impulse withstand voltage Uimp 4 KV
Conv. thermal current Ithe 4 A
Rated operational voltage Ue 230 V AC/24V DC

Utilization category AC 15, Ue/Ie 230 V / 1 A
DC 13, Ue/Ie 24 V / 1.5 A

Direct opening action � acc. to IEC/EN 60947-5-1, Annex K
Short-circuit protective device Fuse 4 A gG
Minimum current 1 mA for 24VDC
Max. contact resistance 25 mOhm (unused)

Technical Data Technical Data 
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Mechanical data

Enclosure PA,Self-extinguishing
Cover PC transparent,self-extinguishing
Actuator The actuator is included in the scope of delivery
Ambient air temperature -30 ° C ... + 70 ° C
Contact type 1 N.C.
Mechanical life 10 x 106  operating cycles
Switching frequency ≤ 60 / min.
Assembly                        Safety switch                                                     
                                           Actuator

2 x M4 thread rolling captive screws according to DIN 7500
2 x M4

Connection 2 screw connections,Bottom connection(M3)

Conductor cross-sections Solid wire: 0,34 ... 1,5 mm² or 
Stranded wire with ferrules: 0,34 ... 1,5 mm²

Weight ≈ 0,03 kg
Installation position operator definable
Protection type IP54 acc. to EN 60529

Notes

Do not use switch as end stop.

Technical Data Technical Data 

Standards

DIN EN 60947-5-1
EN 81-20, EN 81-50
CSA B44-16/ASME A17.1

EU Conformity

acc. to directive 2014/35/EU(Low-Voltage-Directive) 
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Approvals

CCSAUS

CCC


